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Procedure Name: Z1 Vestibule Egress
Applicability: 3A
Frequency:
Objective: Node 1 - Z1 egress.  Node 1 - Z1 vestibule depressurization.
Description:
Crew Required: 1
Power: None
Data: None
Duration: TBD
Location: Node 1 Overhead and Node 1 Port
Parts: Internal Sampling Adapter (ISA)

2 Vacuum Access Jumpers (VAJ) - 5 ft., 35 ft.
Fluke 87 Multimeter
ISA Pressure Module - Multimeter

Materials: N/A
Tools: None
Constraints: ???
Assumptions: ???
Reference Materials:
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Z1 VESTIBULE EGRESS

TOOLS AND EQUIPMENT REQUIRED
Unstow:

Internal Sampling Adapter (ISA)
Fluke 87 Multimeter
ISA Pressure Module - Multimeter Adapter
2 Vacuum Access Jumpers, VAJ (two) - 5 ft., 35 ft.

Z1 VESTIBULE EGRESS
Node 1      1. Close Node 1 overhead hatch per decal
Overhead      2. √MPEV → CLOSED

ISA / MULTIMETER / VAJ / MPEV SETUP
Node 1      3. Connect 5 ft. VAJ to MPEV.  (gamah fitting)
Overhead      4. Connect other end of 5 ft. VAJ to ISA VAJ port.  (gamah fitting)

     5. Uncap other ISA VAJ port.
     6. Connect 35 ft. VAJ to ISA VAJ port.  (gamah fitting)

Node 1      7. Connect other end of 35 ft. VAJ to Node 1 Port PPRV. (gamah fitting)
Port
Node 1      8. Connect Multimeter to ISA Pressure Module
Overhead      9. Multimeter → Volts dc

   10. ISA Pressure Module → mmHgA

    
Z1 VESTIBULE DEPRESSURIZATION AND LEAK CHECK

Node 1    11. √ISA Sample Valve - CLOSED
Overhead    12. Node 1 Overhead MPEV → OPEN
Node 1    13. Node 1 Port PPRV Sample Port Isolation Valve → OPEN
Port
Node 1    14. √Multimeter reading
Overhead If pressure is not decreasing, contact MCC-H

      15. Wait 3 minutes.
Node 1      16. Node 1 Port PPRV Sample Port Isolation Valve → CLOSED
Port
Node 1    17. Record Vestibule pressure. P1 = _____ mmHg
Overhead If P1 > TBD, contact MCC-H for instructions.

   18. Wait TBD minutes.
   19. Record Vestibule pressure. P2 = _____ mmHg

dP = P2 - P1 = _____ mmHg
Advise MCC-H of results.
If dP < TBD, leak check passed
If dP > TBD, leak check failed, √MCC-H for instructions.

   20. MPEV → CLOSE
   21. Multimeter → OFF

NOTE

One unit of pressure (mmHg or psi) from ISA Pressure Module
is equal to 1 mV.
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   22. ISA Pressure Module → OFF
   23. Disconnect and stow Multimeter.
   24. Disconnect VAJs from PPRV Sample Port, MPEV, and ISA and

stow.


